
Effective Date
Changes to WT, WR and WB Series will be effective October 2015.
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WT, WR & WB SeriesChange Notice

Type of Change:

Engineering

Product

Part Number

Appearance

Change to Labels for W Toggles, Rockers & Pushbuttons

WT, WR and WB Series with the PSE marking will have changes to the identification labels 
on the switch bodies, and the old logo will be replaced with the new one. The change will 
effect both standard and custom models, and includes all WT and WB models, and WR 
rockers with screw lug and wire lead terminals. The following table shows examples of 
the differences before and after the modification. The part number tables show standard 
models of each series effected by the change.

WR Rocker Before 
Label Change
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W Series Toggles, Rockers & Pushbuttons with PSE Marking

Series WT12T Toggle WR12AT Rocker WB12T Pushbutton

Before Change

After Change

WT Series Toggle Part Numbers with PSE Marking

WT11T WT12T WT13T WT15T WT18T WT19T WT21T

WT11L WT12L WT13L WT15L WT18L WT19L WT21L

Note: 
Contact factory if more details are needed.



WR Series Rocker Part Numbers with PSE Marking  

WR11AT WR12AT WR13AT WR15AT WR18AT WR19AT

WR11ATN WR12ATN WR13ATN WR15ATN WR18ATN WR19ATN

WR11AL WR12AL WR13AL WR15AL WR18AL WR19AL

WR11BT WR12BT WR13BT WR15BT WR18BT WR19BT

WR11BTN WR12BTN WR13BTN WR15BTN WR18BTN WR19BTN

WR11BL WR12BL WR13BL WR15BL WR18BL WR19BL
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WB Series Pushbutton Part Numbers with PSE Marking

WB12S WB12T WB12L WB15S WB15T WB15L

WR Series Rocker Part Numbers without PSE Marking  

WR11AS WR12AS WR13AS WR15AS WR18AS WR19AS

WR11ASN WR12ASN WR13ASN WR15ASN WR18ASN WR19ASN

WR11AF WR12AF WR13AF WR15AF WR18AF WR19AF

WR11AFN WR12AFN WR13AFN WR15AFN WR18AFN WR19AFN

WR11BS WR12BS WR13BS WR15BS WR18BS WR19BS

WR11BSN WR12BSN WR13BSN WR15BSN WR18BSN WR19BSN

WR11BF WR12BF WR13BF WR15BF WR18BF WR19BF

WR11BFN WR12BFN WR13BFN WR15BFN WR18BFN WR19BFN

WR Series Rockers without PSE Marking

WR Series rockers with solder lug and quick  
connect terminals and without the PSE marking  
will have changes to the identification labels on  
the switch bodies to replace the old logo with the  
new one. The change will effect both standard  
and custom models. Shown here is an example  
of the difference before and after the modification,  
and the table below displays the standard models  
effected by the change.

Before Change

After Change

WR-11
OFF

15A  30V DC
15A 250V AC

O N

WR-11
OFF

15A  30V DC
15A 250V AC

O N


