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Low Capacity Standard Size Toggles

Series S

GENERAL SPECIFICATIONS FOR S100s

Electrical Capacity (Resistive & Inductive Load)

Power Level:

Other Ratings

Contact Resistance:
Insulation Resistance:
Dielectric Strength:
Mechanical Life:
Electrical Life:
Operating Temp Range:

Materials & Finishes

Toggle:

Bushing:

Case:

Case Cover:

Movable Contactor Plate:
Movable & Stationary Contacts:
Terminals:

Environmental Data
Operating Temp Range:

Installation

Mounting Torque:
Soldering Time & Temperature:

Standards & Certifications

CSA:

Shown in the following table

10 milliohms maximum

200 megohms minimum @ 500V DC
1,500V AC minimum for 1 minute minimum
30,000 operations minimum

10,000 operations minimum

-10°C through +70°C (+14°F through +158°F)

Brass with chrome plating

Brass with chrome or nickel plating
Phenolic resin

Steel with zinc plating

Copper with silver plating

Silver alloy plus copper with silver plating
Copper with silver plating

-10°C through +70°C (+14°F through +158°F)

2.94Nm (26 lbsin) for double nut

Manual Soldering: See Profile A in Supplement section.

File No. 023535_0_000 - Certified only when ordered with marking on switch.

Add “/C” to end of part number to order CSA certified switch.
Certified at 5A @ 125V AC & 2A @ 250V AC.
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Series S

Low Capacity Standard Size Toggles

DOUBLE POLE WITH SOLDER LUG

:n?lﬁ:;r:f_:esil‘:::‘y (Xte(';:nr:zfgpﬂ; Toggle Position/Connected Terminals Electrical Capacity
* Approvals Down Center Up Resistive Inductive

Pole & Keyway AC AC DC AC 125V Angle
Model L=\ @ Throw * “ 125V 250V 30V PF 0.6 of Throw
S114 — v DPST ON 2-1 5-4 | NONE | OFF - 5A 2A 5A 3A 25°
S116 — 4 DPDT ON 2-1 5-4 | NONE | ON 2-3 56 5A 2A 5A 3A 25°
S116R - - DPDT ON 2-1 5-4 | NONE | ON 2-3 56 5A 2A 5A 3A 25°
Throw & DPST 4 _2_ com _5 DPDT _?_ ) _[C_?Af\)_ . _5 Note: Terminal numbers are
Schematics: : / . / . / o3 4 / o6 actually on the switch

Notes: Standard Hardware: AT504M Knurled Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies (only for bat lever models): AT401 & AT4181 boots plus hex nut and o-ring. See Accessories & Hardware section.

S116

° — | i
— N
g EANTL
. . a
o P\

S114 &S116

(2.0) Dia Typ
07

e

T
(10.35) Typ
__+ 407

53]
217

its 8)Typ o
150
l.__(18.0___|(10.0) (22.9)
709 394 902

(4 0[§
157

vor =l |
s ==

S116R Black Polyamide Paddle

_(27.8
1.094

_||-_10.8)Typ
031

29.00 | _|-_(03)Typ
1142 012

5114 does not have terminals 3 & 6

12.5) Dia
492

1

m.5)

- = 453
'

L. 05
060

Maximum
Panel Thickness:

.158" (4.0mm)
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Medium Capacity Standard Size Toggles Series S

GENERAL SPECIFICATIONS FOR S1 ~ 529

Electrical Capacity (Resistive & Inductive Load)
Power Level:  Shown in the following tables

Other Ratings
Contact Resistance: 10 milliohms maximum
Insulation Resistance: 1,000 megohms minimum @ 500V DC
Dielectric Strength: 2,000V AC minimum for 1 minute minimum
Mechanical Life: 30,000 operations minimum for S5AW, SBAW, SPAW, S25AW, S28AW, S29AW
50,000 operations minimum for all other models
Electrical Life: 25,000 operations minimum
Angle of Throw (o):  Shown in tables on following pages

Materials & Finishes
Toggle:  Brass with chrome plating
Bushing:  Brass with chrome plating
Case:  Phenolic resin
Case Cover:  Steel with zinc plating

Movable Contactor:  Copper with silver plating
Movable Contacts:  Silver alloy capped on copper with silver plating
Stationary Contacts:  Silver alloy capped on copper with silver plating

Terminals:  Brass with tin plating

Environmental Data
Operating Temp Range:  —30°C through +70°C (-22°F through +158°F) for Splashproof models;
-10°C through +70°C (+14°F through +158°F) for all other models
Sealing:  Splashproof & lever lock panel seal models meet IP67 standard

Installation
Mounting Torque:  1.47Nm (13 |b+in) for single nut on AW & AL models
2.94Nm (26 |b+in) for double nut on other models
Maximum Panel Thickness: ~ Shown beneath panel cutout in switch dimension drawings
Soldering Time & Temperature: ~ Manual Soldering: See Profile A in Supplement section.

Standards & Certifications
UL:  File No. E44145 - Recognized only when ordered with marking on switch.
Add “/U" or “/CUL" to end of part number to order UL recognized switch.
UL or cULus recognition designated beside part numbers on following pages.
See Supplement section to find UL or cULus rating details.

CSA:  File No. 023535_0_000 - Certified only when ordered with marking on switch.
Add “/C” to end of part number to order CSA certified switch.
CSA certification designated beside part numbers on following pages.
See Supplement section to find CSA rating details.
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Series S

Medium Capacity Standard Size Toggles

SINGLE POLE WITH SOLDER LUG

U&ﬁ::ig:ﬁz‘;gz‘#&j:g’zmﬂgzsmd Toggle Position/Connected Terminals Electrical Capacity
*Approvals Down Center Up Resistive Inductive

Pole & Keyway AC AC DC AC125V | Angle
Model | S8 e @ | Throw =] = 125v | 250V 30V | PFO.6 | of Throw
S1A v vV SPST ON 1-3 NONE OFF - 15A 6A 20A 8A 25°
S2A v v Vv SPDT ON 23 NONE ON 2-1 15A 6A 20A 8A 25°
S3A v v SPDT ON 23 OFF ON 2-1 15A 6A 20A 8A 25°
Throw &_ SPST INTERNAL SPDT 2o Note: Terminal numbers are
Schematics: ] 5 CONNECTION 3 ol actually on the switch

Notes: Standard Hardware: AT504M Knurled Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

S2A

Keyway |
o (©]
(©]
|
18.0)
709

(2.4) Dia Typ
094

M12 P1 |
4 —
T8 @ 12.5) Dia
031 Q & | 492
L= [ ! ) J 130.0 ms
. 38T, _ 130, ~ _ .
zi [P @JO » 2 1181 453
¥ [}
r—
N = *‘\“(]5)
' & @ ® 060
(6.0) Dia P—
236 ‘
*‘(5 7.
224
7.5 __| 000 | 237) .
689 9471 933 Maximum

Panel Thickness:

S1A does not have terminal 2 .158” (4.0mm)

DOUBLE POLE WITH SOLDER LUG

' Uhi’::iﬁxrﬁﬂﬁgﬂﬁ%::;md Toggle Position/Connected Terminals Electrical Capacity
* Approvals Down Center Up Resistive Inductive as
Pole & Kooy AC AC DC | AC125V | Angle
Model | Y s @ | Throw | | 125V 250V 30V PF0.6 | of Throw
S21A - = = DPST ON  1-3 4-6 | NONE | OFF — 15A 15A 15A 8A 21°
S6A 4 4 4 DPDT ON 2-3 56| NONE| ON 21 54 20A 10A 20A 8A 21°
S7A - - v DPDT ON 2-3 56| OFF ON 2-1 5-4 20A 10A 20A 8A 28°
Throw & DPST N INTERNAL DPDOT _2_ _(C?Af]_ ~ 5 Note: Terminal numbers are
Schematics: ] 3 2 o, CONNECTION 5 ol 6 P actually on the switch
Notes: Standard Hardware: AT504M Knurled Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.
Keyway\ ‘ (02921 Dia Typ
(12.5) Dia
— |49
- - o{ \ W*Bl Typ - - lﬂfS)
= J 189 453
= T %
6.0) D'J ' ’M‘g:s%
C? 236
ST s o0 | 057 A8 )
. 394 1.012 .031 MOleUm

S6A

Panel Thickness:

S21A does not have terminals 2 & 5 158" (4.0mm)
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Medium Capacity Standard Size Toggles

Series S

SINGLE POLE WITH QUICK CONNECT

Toggle Position/Connected Terminals Electrical Capacity
Approvals Down Center Up Resistive Inductive
Pole & Keyway AC AC DC AC125V | Angle
Model | S8 @ | Throw =g | 125V 250V 3ov PFO.6 | of Throw
S1F — — SPST ON 1-3 NONE OFF - 15A 6A 20A 8A 25°
S2F — — | SPDT ON 2-3 NONE ON 2-1 15A 6A 20A 8A 25°
S3F — — | SPDT ON 2-3 OFF ON 2-1 15A 6A 20A 8A 25°
Throw & INTERNAL 2 fcom Note: Terminal numbers are
Schematics: SPST . ./\ , CONNECTION SPOT 5 / o actually on the switch
Notes: Standard Hardware: AT504M Knurled Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.
Keyway |
° (@) ‘ ﬁ 5)Dio
— f
- - e L) W
) L0
@ (6.0 D\'OE .060
236 S
\
g e
' ' Maximum
Panel Thickness:
S1F does not have terminal 2 .158" (4.0mm) S2F
DOUBLE POLE WITH QUICK CONNECT
Toggle Position/Connected Terminals Electrical Capacity
Approvals Down Center Up Resistive Inductive e
Pole & Keyway~ AC AC DC AC 125V Angle
Model | S & | Throw | ~u 125v 250V 30v PFO.6 | of Throw
S21F — — DPST ON 1-3 4-6 | NONE | OFF — 15A 15A 15A 8A 21°
S6F — — | DPDT ON 2-3 5-6 | NONE | ON 2-1 5-4 20A 10A 20A 8A 21°
S7F — — DPDT ON 2-3 5-6 OFF ON 2-1 5-4 20A 10A 20A 8A 28°
Throw & INTERNAL _2_ _[C?Af)_ ~ 5 Note: Terminal numbers are
Schematics:  DPST VAR Y ¢ CONNECTION DPDT 5 o1 & o4 actually on the switch
Notes: Standard Hardware: AT504M Knurled Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.
Keyway ‘[73%)'
ONCL) 2P 5 DiaTyp
(7.5 Typ 12.5) Dia
. [#55 | 492
f Lot i
- _ 3 I (6.35) Typ | _ Mms
7 I 250 453
= == i
5| — g
[©) [263%) Dia )
[ Lm.a)» Nofe: S2IF
465 m7) N
. 86l | L 75 |00, @18 2108 Typ
732 689 .394 1.253 031
Maximum
Panel Thickness:
S21F does not have terminals 2 & 5 158" (4.0mm) S6F
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Series S

Medium Capacity Standard Size Toggles

SINGLE POLE SOLDER LUG WITH PANEL SEAL

Toggle Position/Connected Terminals . .
(') = Momentary Electrical Capacity
Approvals Pole & Down Center Up Resistive a=
ole Keyways AC AC DC Angle
Model | S & | Throw =il = 125V 250V 3ov of Throw
STAW - - SPST ON 1-3 NONE OFF — 15A 6A 20A 24°
S2AW - - SPDT ON 2-3 NONE ON 2-1 15A 6A 20A 24°
S3AW - - SPDT ON 2-3 OFF ON 2-1 15A 6A 20A 28°
S5AW - - SPDT ON 2-3 NONE (ON) 2-1 15A 6A 20A 20°
SSAW - - SPDT (ON) 2-3 OFF (ON) 2-1 15A 6A 20A 24°
S9AW - - SPDT ON 2-3 OFF (ON) 2-1 15A 6A 20A 24°
Throw & SPST INTERNAL SPDT 2 fcom Note: Terminal numbers are
Schematics: . 5 CONNECTION s ol actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT508 Lockwasher, AT537 O-ring. See Accessories & Hardware section.
For .250” Quick Connect terminals, add “F” to end of part number. See Quick Connect terminal dimensions on previous page.

For further information, contact factory.

(17.0) Dia
669

(2.4) Dia Typ
094

* q

(e} Flot Toame
/ 031 |
10?9 T‘&)T 30,01 m*n
F 2‘9)7 - @J‘? w» IRRL - 437
b t \ I S_0125)Dia
o) 492
== S
| boa |~
180 ) Maximum
STAW does not have Panel Thickness:
S2AW terminal 2 .158” (4.0mm)
DOUBLE POLE SOLDER LUG WITH PANEL SEAL
Toggle Position/Connected Terminals . .
() = Momentary Electrical Capacity
Approvals Down Center Up Resistive o=
Po|e & Keyway~ AC AC DC Angle
Model | S @ | Throw =i | 125V 250V 30v of Throw
S21AW - - DPST ON 1-3 4-6 NONE OFF — 15A 15A 15A 22°
S6AW - - DPDT ON 2-3 56 NONE ON 2-1 5-4 20A 10A 20A 22°
S7TAW - — DPDT ON 2-3 5-6 OFF ON 2-1 5-4 20A 10A 20A 28°
S25AW - — DPDT ON 2-3 56 NONE (ON) 2-1 5-4 15A 6A 20A 20°
S$28AW - - DPDT (ON) 2-3 5-6 OFF (ON) 2-1 5-4 15A 6A 20A 22°
S29AW - — DPDT ON 2-3 5-6 OFF (ON) 2-1 5-4 15A 6A 20A 22°
Throw & DPST INTERNAL DPDT _2_ _(C?Af)_ _ 5 Note: Terminal numbers are
Schematics: 1o/ No3  ae/ ¢ CONNECTION 3 ol 6 o actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT508 Lockwasher, AT537 O-ring. See Accessories & Hardware section.
For .250” Quick Connect terminals, add “F” to end of part number. See Quick Connect terminal dimensions on previous page.

For further information, contact factory.

S6AW

f (
109)
429

|

(17.0) Dia
669

025 |
492

17.5)
689

(2.4) Dia Typ
094

S21AW does not have terminals 2 & 5

4
m.
- 437
1
| (12.5) Dia
492

Maximum
Panel Thickness:
.158” (4.0mm)

A106
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Medium Capacity Standard Size Toggles

Series S

SINGLE POLE SOLDER LUG WITH LOCKING LEVER & PANEL SEAL

Toggle Position/Connected Terminals Electrical Capacity
Approvals Down Center Up Resistive Inductive 0=
Pole & Keyway-y AC AC DC AC 125V Angle
Model | Y M. | Throw g ~m 125V 250V 30v PF0.6 | of Throw
STAL —_- - SPST ON 1-3 NONE OFF - 15A 6A 20A 8A 24°
S2AL _- — SPDT ON 2-3 NONE ON 2-1 15A 6A 20A 8A 24°
S3AL _ - SPDT ON 2-3 OFF ON 2-1 15A 6A 20A 8A 28°
Throw & SPST INTERNAL SPDT 2 [comy Note: Terminal numbers are
Schematics: : , CONNECTION 5 o actually on the switch
Notes: Standard Hardware: AT503M Face Hex Nut, AT508 Lockwasher, AT537 O-ring. See Accessories & Hardware section.
[ 7.41Dia Pt [ (02%] plae -
=0 g { b ‘
f
_ R AN —— s U | I E&y Typ — (5001 ® 11‘1?%1
! l | (138(2)) Dia
@)
kL ks |
: ! 20| ,‘ 57|,
925 472 224
. 80| (26.4) 7.0l (23.7)
709 ! 1.039 669 933
Maximum
Panel Thickness:
STAL does not have terminal 2 158" (4.0mm) S2AL
DOUBLE POLE SOLDER LUG WITH LOCKING LEVER & PANEL SEAL
* UL & cULus recognized only when
ordered with marking on switch Toggle Position/Connected Terminals Electrical Capacity
(see General Specs)
*Approvals Down Center Up Resistive Inductive e
. | Pole & o Angl
A AL | | AC AC DC AC 125V ngle
Model i Throw 125V 250V 30V PF 0.6 of Throw
S21AL 7 7 DPST ON 1-3 4-6 | NONE | OFF — 15A 15A 15A 8A 22°
S6AL DPDT ON 2-3 5-6 | NONE | ON 2-1 54 20A 10A 20A 8A 22°
S7AL —_ - DPDT ON 2-3 5-6 OFF ON 2-1 54 20A 10A 20A 8A 28°
Throw & DPST AN INTERNAL DPDT _2_ _[C_Oﬂf)_ ~ > Note: Terminal numbers are
Schematics: 1 3 4 ¢ CONNECTION 3 ol ¢ o1 actually on the switch
Notes: Standard Hardware: AT503M Face Hex Nut, AT508 Lockwasher, AT537 O-ring. See Accessories & Hardware section.
|
o O
|
*
( E ? ma)
— — - A4
'
| (12.2) Dia
480
|
— T g
Maximum
Panel Thickness:
S21AL does not have terminals 2 & 5 158" (4.0mm) S6AL
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Series S

Medium/High Capacity Standard Size Toggles

GENERAL SPECIFICATIONS FOR $301 ~ $339

Electrical Capacity (Resistive & Inductive Load)

Power Level:

Other Ratings

Contact Resistance:
Insulation Resistance:
Dielectric Strength:
Mechanicadl Life:
Electrical Life:

Angle of Throw (a):

Materials & Finishes

Toggle:

Bushing:

Case:

Case Cover:

Movable Contactor:

Movable & Stationary Contacts:
Terminals:

Environmental Data

Operating Temperature Range:

Installation

Mounting Torque:
Soldering Time & Temperature:

Standards & Certifications

UL:

CSA:

Shown in the following tables

10 milliohms maximum

1,000 megohms minimum @ 500V DC

2,000V AC minimum for 1 minute minimum

50,000 operations minimum

6,000 operations minimum for S331F; 15,000 operations minimum for all other S331s;
25,000 operations minimum for all others

Shown on following tables

PBT for flatted lever; brass with chrome plating for all others
Brass with chrome plating

Melamine phenol

Steel with zinc plating

Copper with silver plating

Silver alloy capped on copper with silver plating

Brass with tin plating

-10°C ~ +70°C (+14°F ~ +158°F)

2.94Nm (26 Ibein) for double nut; 1.47Nm (13 Ibein) for single nut
Manual Soldering: See Profile A in Supplement section.

File No. E44145 - Recognized only when ordered with marking on switch.
Add “/U" or “/CUL" to end of part number to order UL recognized switch.
UL or cULus recognition designated beside part numbers on following pages.
See Supplement section fo find UL or cULus rating details.

File No. 023535_0_000 - Certified only when ordered with marking on switch.
Add “/C” to end of part number to order CSA certified switch.

CSA certification designated beside part numbers on following pages.

See Supplement section to find CSA rating details
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Medium/High Capacity Standard Size Toggles

Series S

SINGLE POLE WITH SOLDER LUG

* UL, cULus & CSA recognized only when ordered Toggle Position/Connected Terminals Electrical Capacity
with marking on switch (see General Specs) () =Momentary
*Approvals Pole & Kle)::vn Center Up Resistive Inductive

Model | S N @ | Throw = | ~m légv 2?(c)v 3%cv A§F'02.§V ofA ;ﬂtw
$301 v vV SPST ON 1-3 NONE OFF - 15A 6A 20A 10A 32°
$302 v vV SPDT ON 2-3 NONE ON 2-1 15A 6A 20A 10A 32°
$303 v v Vv SPDT ON 2-3 OFF ON 2-1 15A 6A 20A 10A 32°
$305 - = SPDT ON 2-3 NONE | (ON)  2-1 15A 6A 20A 8A 32°
$308 - = SPDT | (ON)  2-3 OFF (ON)  2-1 15A 6A 20A 8A 32°
$309 - - SPDT ON 2-3 OFF (ON)  2-1 15A 6A 20A 8A 32°
Throw & ./\'7|NTERNAL / 2 com Note: Terminal numbers are
Schematics: SPST , CONNECTION SPDT ol actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, ATS06M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

o 300
/R - L 12s0ia
- - 2, | B - i
\</ . o 334
T/ 161 Typ 3.0/ Dia
‘ (2643 D\u& x\/.oss 8
l._neo | L ms_ | o | 41%‘ 9.6 Max Maximum
630 489 an 68 e S301 does not Panel Thickness:
have terminal 2 185" (4.7mm) $301
DOUBLE POLE WITH SOLDER LUG
* UL, cULus & CSA recognized only when ordered Toggle Position/Connected Terminals Electrical Capacity
with marking on switch (see General Specs) () =Momentary
*Approvals Down Center Up Resistive Inductive as
Pole & Keywoy~ AC AC DC AC125V | Angle
Model | Y AV @ | Throw | | 125V 250V 30V PF 0.6 of Throw
§331 Vv v v DPST ON 1-3 4-6 NONE OFF — 25A 25A 25A 10A 25°
$332 v v v DPDT ON 2-3 56 NONE ON 2-1 54 25A 15A 25A 10A 25°
§333 Vv v Vv DPDT | ON 23 5-6 OFF ON 2-1 54 25A 15A 25A 10A 30°
$335 4 v v DPDT | ON 23 5-6 NONE | (ON) 2-1 5-4 15A 6A 20A 8A 25°
$338 Vv v — | DPDT | (ON) 2-3 5-6 OFF (ON) 2-1 54 15A 6A 20A 8A 25°
$339 4 v — | DPDT | ON 23 5-6 OFF (ON) 2-1 5-4 15A 6A 20A 8A 25°
Throw & N INTERNAL _2_ _[C(_)Af)_ B > Note: Terminal numbers are
Schematics:  DPST | s 4 ¢ CONNECTION DPDT , ol & 04 actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway |

o

19.0
748

(2.4) Dia Typ
094

NIKI<

SWITCHES

| (12.5) Di
— \ a2
4.8) Ty (33.2)
Gyl i ’D @*1307 - -
& 4 5 2 9.0)
r— 354
) 4 1 _ T
& @ @ 3.0) Dia
(6.1) Dia 18
240 RN X
-5 |
S T 25 Maximum
: $331 does not have Panel Thickness:
terminals 2 & 5 185" (4.7mm) $331
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Series S

Medium/High Capacity Standard Size Toggles

DOUBLE POLE WITH SOLDER LUG & FLATTED LEVER

* UL & cULus recognized only when ordered . .
with marking on switch Toggle Position/ 'S\onnecfed Terminals Electrical Capacity
(see General Specs) () =Momentary
* Approvals Down Center Up Resistive Inductive
o=
) Pole & Kepwoy~y AC AC DC AC125V | Angle
Model | ™ s @ | phow =] = 125V | 250v | 30V PFO.6 | of Throw
S331R Vv v - DPST| ON 1-3 4-6 NONE OFF - 25A 25A 25A 10A 25°
S332R V4 v - DPDT| ON 2-3 56 NONE ON 2-1 5-4 25A 15A 25A 10A 25°
S333R % v — DPDT| ON 2-3 5-6 OFF ON 2-1 5-4 25A 15A 25A 10A 30°
S338R % v - DPDT | (ON) 2-3 5-6 OFF (ON) 2-1 54 15A 6A 20A 8A 25°
S339R v v - DPDT| ON 2-3 56 OFF (ON) 2-1 5-4 15A 6A 20A 8A 25°
Throw & DPST INTERNAL DPDT _2_ _(C?Ai“_ ~ 5 Note: Terminal numbers are
Schematics: 1o No3  ae/ o CONNECTION 5 ol & o4 actually on the switch
Notes: Standard Hardware: AT504M Knurled Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
(2.4) Dia Typ
.094 |
o e Bl
T 6 3 ‘ | (12.5) Dia
{ 1 492
; v IO OO
\ v ! s 2 552
— @ @ N
o) T—rl 4 e
157 |
90|
748
Maximum
S331R does not have Panel Thickness:
S331R terminals 2 & 5 .220” (5.6mm)

A110
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Medium/High Capacity Standard Size Toggles

Series S

SINGLE POLE WITH SCREW LUG

* UL, cULus & CSA recognized only when ordered Toggle Position/Connected Terminals Electrical Capacity
with marking on switch (see General Specs) () = Momentary
*Approvals Down Center Up Resistive Inductive ae
Pole & Keyway AC AC DC AC125V | Angle
Model | S S @ | Throw =g | 125V 250V 3ov PFO.6 | of Throw
s301T | v Vv Vv SPST ON 1-3 NONE OFF — 15A 6A 20A 10A 32°
$3021 | v VvV SPDT ON 2-3 NONE ON 2-1 15A 6A 20A 10A 32°
S$303T % v v SPDT ON 2-3 OFF ON 2-1 15A 6A 20A 10A 32°
S305T —_ - v SPDT ON 2-3 NONE (ON) 2-1 15A 6A 20A 8A 32°
s308T | — — SPDT | (ON)  2-3 OFF (ON)  2-1 15A 6A 20A 8A 32°
S309T - - % SPDT ON 2-3 OFF (ON) 2-1 15A 6A 20A 8A 32°
2 (com) .
Throw & SPST INTERNAL SPDT Note: Terminal numbers are
Schematics: 1 5 CONNECTION 3 ol actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway
T | (12.5) Dia
f 492
B B 3§ -y @[9‘01
L\ 334
T “ M 3.01Dia
— (6.1) Dia 18
| .240
160 L ws | o | w4 | | _06Mex
k30— 689 a7 685 378 Maximum
S301T does not have Panel Thickness:
terminal 2 185" (4.7mm) S301T
DOUBLE POLE WITH SCREW LUG
* UL & cULus recognized only when ordered with Toggle Position/Connected Terminals Electrical Capacity
marking on switch (see General Specs) () = Momentary
*Approvals Down Center Up Resistive Inductive e
! Pole & Keyway AC AC DC AC125V | Angle
Model | SO s @ | Throw =i = 125V | 250V 3ov PFO.6 | of Throw
$331T| v v — | DPST | ON 13 46 | NONE | OFF  — 154 | 15A | 15A 10A 25°
$332T | v v — DPDT ON 2356 | NONE | ON  2-1 54 15A 15A 15A 10A 25°
§$333T v v — DPDT ON 2-3 5-6 OFF ON 2-1 54 15A 15A 15A 10A 30°
$335T | v v — DPDT ON 23 56| NONE | (ON) 2-1 54 15A 6A 20A 8A 25°
S$338T | v v — DPDT | (ON) 2-3 5-6 OFF (ON)  2-1 54 15A 6A 20A 8A 25°
S$339T v v — DPDT ON 2-3 5-6 OFF (ON)  2-1 5-4 15A 6A 20A 8A 25°
2 (com 5 .
Throw & DPST N INTERNAL DPOT /o Note: Terminal numbers are
Schematics: 1 3 4 ¢ CONNECTION 3 ol 6 P actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.

Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway |

dNe
-

7

S331T does not have
terminals 2 & 5

! (12.5) Dia
492

T
(9.0)
354
L]

~SX3.0)Dia
118

Maximum
Panel Thickness:

185" (4.7mm) S331T
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Series S

Medium/High Capacity Standard Size Toggles

SINGLE POLE WITH QUICK CONNECT

' Uhﬁ::i.ggﬁfﬁﬂﬂognﬁzmﬁ Toggle Position/Connected Terminals Electrical Capacity
* Approvals Down Center Up Resistive Inductive ue
Pole & Keyway~ AC AC DC AC 125V Angﬁe
Model | S s @ | Throw L | —~u 125V 250V 30v PFO.6 | of Throw
S301F 4 4 4 SPST ON 1-3 NONE OFF - 15A 6A 20A 10A 32°
Throw & SPST INTERNAL Note: Terminal numbers are
Schematics: : 5 CONNECTION actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway-

S301F

(1.5) Dia Typ
/060
“Tosimp
.031 ! (12.5) Dia
il 492
L _ _(285) _| ;
1122 9.0)
il 354
~X3.0)Dia
I 8
‘4(9 42) | . (6.35) Typ
37 250
07.5 | 02.0_| 07.4__|._Mo_] J L (7.5 Typ
689 472 685 433 295
Maximum

DOUBLE POLE WITH QUICK CONNECT

Panel Thickness:

.185" (4.7mm)

* UL & cULus recognized only when ordered with Toggle Position/Connected Terminals . .
marking on switch (see General Specs) () = Momentary Electrical Capacity
* Approvals Down Center Up Resistive Inductive e
Pole & Keyway AC AC DC AC125V | Angle

Model | S M @ | Throw =] | 125V | 250V 30v PFO.6 | of Throw
S331F 4 v — DPST ON 1-3 4-6 | NONE | OFF - 25A 25A 25A 10A 25°
S332F 4 v — DPDT ON 2-3 5-6 | NONE ON 21 54 25A 15A 25A 10A 25°
S333F v v - DPDT ON 23 56 OFF ON 21 54 25A 15A 25A 10A 30°
S335F % v - DPDT ON 23 56| NONE | (ON) 2-1 54 15A 6A 20A 8A 25°
Throw & DPST N INTERNAL DPDT _2_ _lc?,\f]_ ~ s Note: Terminal numbers are
Schematics: : s 4 o CONNECTION s ol & ol actually on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, ATS06M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway |

S332F

19.0)

_133.2)
1307

o

(6.1) Diu&
240

748

12,0
472

£_10.8) Typ
.031

)|

17.5)
689

S331F does not have terminals 2 & 5

! (12.5) Dia
492

¥
9.0)
354
L]

~ 13,01 Dia
Tig

Maximum
Panel Thickness:

.185" (4.7mm)

Al112
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Medium/High Capacity Standard Size Toggles Series S

GENERAL SPECIFICATIONS FOR S31 ~ $49

Electrical Capacity (Resistive & Inductive Load)
Power Level: Shown in the following tables

Other Ratings
Contact Resistance: 10 milliohms maximum
Insulation Resistance: 1,000 megohms minimum @ 500V DC
Dielectric Strength: 2,000V AC minimum for 1 minute minimum
Mechanical Life: 50,000 operations minimum
Electrical Life: 25,000 operations minimum
Angle of Throw (a):  Shown on following tables

Materials & Finishes

Toggle: PBT resin for flatted lever; brass with chrome plating for all others
Bushing: Brass with chrome plating
Case: Phenolic resin
Case Cover: Steel with chromate plating over zinc plating
Movable Contactor:  Copper with silver plating
Movable Contacts:  Silver alloy capped on copper with silver plating
Stationary Contacts:  Silver alloy capped on copper with silver plating
Terminals: Brass with tin plating

Environmental Data
Operating Temp Range: —10°C through +70°C (+14°F through +158°F)

Installation
Mounting Torque:  2.94Nm (26 lb«in) for double nut
Maximum Panel Thickness: Shown beneath panel cutout in switch dimension drawings
Soldering Time & Temperature: Manual Soldering: See Profile A in Supplement section.

Standards & Certifications
UL: File No. E44145 - Recognized only when ordered with marking on switch.
Add “/U" or “/CUL" to end of part number to order UL recognized switch.
UL or cULus recognition designated beside part numbers on following pages.
See Supplement section to find UL or cULus rating details.

CSA: File No. 023535_0_000 - Certified only when ordered with marking on switch.
Add “/C” to end of part number to order CSA certified switch.
CSA certification designated beside part numbers on following pages.
See Supplement section to find CSA rating details.
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Series S

Medium/High Capacity Standard Size Toggles

A THREE POLE WITH SOLDER LUG
* UL, cULus & CSA recognized only when ordered Toggle Position/Connected Terminals . .
with marking on switch (see General Specs) ) = Momentary Electrical Capacity
*Approvals Down Center Up Resistive Inductive | ¢ =
. Pole & Kepwayy AC AC DC | AC125V | Angle
Model | N e @ | Throw =i = 125V | 250V | 30v | PFO.6 | of Throw
S31 v 4 v 3PST | ON 1-3 4-6 7-9 | NONE | OFF 25A 9A 20A 10A 25°
$32 4 v v 3PDT | ON  2-3 56 89 | NONE | ON  2-1 5-4 87 | 25A 9A 20A 10A 25°
S33 4 v 4 3PDT | ON  2-3 5-6 8-9 OFF ON 2-1 54 87 | 25A 9A 20A 10A 30°
S35 v 4 4 3PDT | ON  2-3 5-6 8-9 | NONE | (ON) 2-1 54 87 | 15A 6A 20A 8A 25°
S38 v v 4 3PDT | (ON) 2-3 5-6 8-9 OFF (ON) 2-1 5-4 8-7 15A 6A 15A 8A 25°
39 4 v v 3PDT | ON  2-3 5-6 8-9 OFF (ON) 2-1 5-4 8-7 15A 15A 8A 25°
Throw & 3PST /N ________‘_/_\&_ _______ _INTERNAL 3PDT / ______ ’/SZ _[C_OML/ Note: Terminal numbers
Schematics: 1 3 4 6 7 9 Ne g CONNECTION e4 9 are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, ATS06M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keywuy\ | E)Zgil‘) Dia Typ
N 7 i [[838] " 12.5Dia
7\ ot 492
_ _ a, |- 7*@@% - . —
| i [ | o
6.1 Diu& F‘SWg) o
4 H 240 .
[ _ Maximum
3001 L ws_ | 20 S31 does not have Panel Thickness:
$32 18l 689 472 terminals 2, 5, & 8 181”7 (4.6mm)
FOUR POLE WITH SOLDER LUG
* UL, cULus & CSA recognized only when ordered Toggle Position/Connected Terminals . .
with marking on switch (see General Specs) () =Momentary Electrical Capacity
Model * Approvals Down Center Up Resistive Inductive |, _
Suffix R = : Pole & Kepvory AC | AC | DC |AC125V]| Angle
Flatied Lever| Y M @ | Throw o = 125V | 250v | 30V | PF0.6 | of Throw
S41/S41R | v Vv v | 4PST | ON 1-3 4-6 7-9 10-12 | NONE | OFF - 25A | 9A | 20A | 10A 25°
S$42/S42R | v 4 v | 4PDT | ON 2-3 5-6 8-9 11-12 | NONE | ON 2-1 5-4 8-7 11-10 | 25A | 9A | 20A | 10A 25°
S43/S43R | v v v | 4PDT | ON 2-3 5-6 8-9 11-12| OFF | ON 2-1 5-4 8-7 11-10 | 25A | 9A | 20A | 10A 30°
S45 - | v v — | 4PDT | ON 2-3 5-6 8-9 11-12 | NONE | (ON) 2-1 5-4 8-7 11-10 | 15A | 6A | 20A 8A 25°
S48/S48R | v / — | 4PDT | (ON) 2-3 5-6 8-9 11-12 | OFF | (ON) 2-1 5-4 8-7 11-10 | 15A | 6A | 20A 8A 25°
S49/S49R | v 4PDT | ON 2-3 5-6 8-9 11-12 | OFF | (ON) 2-1 5-4 8-7 11-10 | 15A | 6A | 20A 8A 25°
Th & 4PST 4PDT 5 (com) n Note: Terminal
row & ‘/\\;...‘/.\“ ..... /A\.‘ ..... //\' INTERNAL } R A —‘/7 ————— ;/ numbers are
Schematics: CONNECTION 2e ew on the switch

Notes: Standard Hardware for Bat Lever: ATS03M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut;
for Flatted Lever (R): AT504M Knurled Face Nut, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies (only for bat lever models): AT401 & AT4181 boots plus hex nut and o-ring. See Accessories & Hardware section.

S42R

Bat lever dimensions are same as on S30 models above.

12.5) Dia
| A9
f
2.4) Dia Typ N _ms
094 453
MI2P1 - t
.05
S) (08Typ - “.060
RN Max. Panel Thickness:
_ \ 48T _(342) 2
189 » 1346 220" (5.6mm)
12.5) Dia
o 492
— B 90
5.8) 3
s 8l 394
27.0) 1201 27.1) 3.0/ Dia
1.06 =472 1.067 T8

541 and S41R do not have terminals 2, 5, 8, & 11.

Max. Panel Thickness:

181" (4.6mm)

Al14
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Medium/High Capacity Standard Size Toggles

Series S

THREE POLE WITH SCREW LUG

’ Ubﬁ::ii::ﬁm;ﬂognﬁgﬁsmd Toggle Position/Connected Terminals Electrical Capacity
*Approvals Down Center Up Resistive Inductive

o=
Pole & Keyway~ AC | AC | DC |AC125V| AC250V | Angle

Model | B s @ | Throw =i = 125V [ 250V | 30V | PFO.6 | PFO.6 |of Throw
S3IT 4 v v 3PST ON 1-3 4-6 7-9 | NONE | OFF - 25A | 9A | 20A | 10A 5A 25°
$321 v \/ \/ 3PDT | ON  2-3 5-6 89 | NONE | ON 2-1 5-4 8-7 | 25A | 9A | 20A | 10A 5A 25°
S33T 4 3PDT ON 2-3 5-6 8-9 OFF ON 2-1 54 87 | 25A | 9A | 20A| 10A 5A 30°
Throw & 3PST ‘/XY‘""":/'\K; _____ A INTERNAL 3PDT / ______ / __l_c_o_Ni]._/g Note: Terminal numbers
Schematics: CONNECTION 04 o o7 are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway \
|

— L
— — 25° — —
= i
' ~AU13.0) Dia
I (6 1| Di x 8
500 L] 020 Maximum
' ' ' Panel Thickness:
S31T does not have terminals 2, 5, & 8 1817 (4.6mm) S321
FOUR POLE WITH SCREW LUG
* UL, cULus & CSA recognized only when
ordered with marking on switch (see Toggle Position/Connected Terminals Electrical Capacity
General Specs)
* Approvals Down Center Up Resistive Inductive
Pole ) ac | ac | oc | A T AC | Anal
& eyway~y ngle
Model | Y s @ | Throw g ~u 125 | 250V | 30v | A2V | 230V | of Throw
SMT | v V| 4PST |ON 1-3 4-6 7-9 10-12 | NONE | OFF — 25A | 9A | 20A | 10A 5A 25°
S42T | v vV V| 4PDT |ON 2-3 5-6 8-2 11-12 | NONE | ON 2-1 5-4 8-7 11-10 | 25A | 9A | 20A | 10A 5A 25°
S43T | v V' | 4PDT |ON 2-3 5-6 8-9 11-12| OFF | ON 2-1 5-4 87 11-10 | 25A | 9A | 20A | 10A | 5A 30°
4PST APDT .
Throw & 5@ (COM) n 'T\l ofe: | b
Schematics: /M /N N . INTERNAL [ ___[______ ermina num_ ers
CONNECTION are on the switch
1 3 4 67 910 12 12 10

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.

Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

Keyway

78|20
689 )

S41T does not have terminals 2, 5, 8, & 11

(12.5) Dia
492

1

(9.0)

354
L]

(3.0) Dia
g

Maximum
Panel Thickness:
1817 (4.6mm)

$421
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Series S

Medium/High Capacity Standard Size Toggles

* UL, cULus & CSA recognized only when ordered
with marking on switch (see General Specs)

THREE POLE WITH QUICK CONNECT

Toggle Position/Connected Terminals

Electrical Capacity

* Approvals Down Center Up Resistive Inductive
o=

Pole & Keyway~y AC AC DC | AC125V | Angle
Model | S s @ | Throw g | 125V | 250V | 30V | PFO.6 | of Throw
S31F v v v 3PST ON 1-3 4-6 7-9 | NONE | OFF - 25A 9A 20A 10A 25°
S32F v v v 3PDT | ON 2-3 5-6 89 | NONE | ON 2-1 54 8-7 25A 9A 20A 10A 25°
S33F v v Vv 3PDT | ON 2-3 5-6 8-9 OFF ON 2-1 5-4 87 25A 20A 10A 30°
Throw & 3PST INTERNAL 3PDT 5 (com Note: Terminal numbers
Schematics: N VAR o0 Neg CONNECTON ST o1 90/ are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

S32F

Keywcw\ |

&

7.9)
an “

(1.5) Dia Typ
MI2 P1 060
(7.5) Typ
— 29?
_ 25° (6.35) Typ
\ [P 250
*
]

(6.1) Dia
240

(30.0)

1181

L 075 |, 020 (33.3)
689 472 .

S31F does not have terminals 2, 5, & 8 181" (4.

FOUR POLE WITH QUICK CONNECT

(12.5) Dia
492

U

9.0

354
L]

(3.0) Dia
n8

Maximum
Panel Thickness:

6mm)

' Uhﬁ::iﬁ:ﬁm:&::&:ﬁ%;ﬂ;ma Toggle Position/Connected Terminals Electrical Capacity
* Approvals Down Center Up Resistive Inductive e
Pole & Keywoy AC | AC | DC |AC125V| Angle
Model | S A @ | Throw =g ~m 125V | 250V | 30V | PFO0.6 |of Throw
S41F 4 4 v | 4PST | ON 1-3 4-6 7-9 10-12 | NONE | OFF - 25A | 9A | 20A | 10A 25°
S42F 4 Vv v | 4PDT | ON 2-3 5-6 8-9 11-12 | NONE | ON 2-1 5-4 8-7 11-10 | 25A | 9A | 20A | 10A 25°
SA3F 4 4 v | 4PDT | ON 2-3 5-6 8-9 11-12 OFF ON 2-1 54 87 11-10 | 25A | 9A | 20A| 10A 30°
Throw & 4PST 4PDT (com n Note: Terminal
jcs: INTERNAL L[ _____ numbers are
s AN A A N\ 8 5 en|  onthe swich

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

SA2F

(6.0) Dia&
236

7.5 __ |, n2.0_|
689 472

S41F does not have

__(34.2)
1346

(12.5) Dia
492

}
(9.0)
3.?4

(3.0 Dia
ns

Maximum

Panel Thickness:

terminals 2, 5, 8, & 11 .181”

Al16
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Medium/High Capacity Standard Size Toggles

Series S

GENERAL SPECIFICATIONS FOR S421 ~ $429

Electrical Capacity (Resistive & Inductive Load)

Power Level:

Other Ratings

Contact Resistance:
Insulation Resistance:
Dielectric Strength:
Mechanical Life:
Electrical Life:

Angle of Throw (o):

Materials & Finishes

Toggle:

Bushing:

Case:

Case Cover:
Movable Contactor:
Movable Contacts:
Stationary Contacts:
Terminals:

Environmental Data

Operating Temp Range:

Installation

Mounting Torque:
Maximum Panel Thickness:
Soldering Time & Temperature:

Shown in the following tables

10 milliohms maximum

1,000 megohms minimum @ 500V DC
2,000V AC minimum for 1 minute minimum
50,000 operations minimum

15,000 operations minimum

Shown in tables on following pages

Brass with chrome plating

Brass with chrome plating

Melamine phenol

Steel with chromate plating over zinc plating
Copper with silver plating

Silver alloy capped on copper with silver plating
Silver alloy capped on copper with silver plating
Brass with tin plating

-10°C through +70°C (+14°F through +158°F)

2.94Nm (26 lbsin) for double nut
Shown beneath panel cutout in switch dimension drawings
Manual Soldering: See Profile A in Supplement section.
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Series S

Medium/High Capacity Standard Size Toggles

DOUBLE POLE WITH SOLDER LUG

Toggle Position/Connected Terminals . :
) = Momentary Electrical Capacity
Approvals Down Center Up Resistive Inductive AI{‘Ok:Jr
oa o=

Pole & Keywoy AC AC PF 0.75- 0.8 AC Angle
Model | S & | Throw - = 125V | 250V [[AC125V | AC250V | 125V | of Throw
$421 — - DPST ON 1-3 4-6 NONE OFF - 25A | 25A 25A 25A 750W 24°
$422 _ — DPDT ON 2-3 5-6 NONE ON 2-1 5-4 | 25A | 25A 25A 25A 750W 24°
$423 —_ — DPDT ON 2-3 5-6 OFF ON 2-1 5-4 | 25A | 25A 25A 25A 750W 28°
S425 _ - DPDT ON 2-3 5-6 NONE (ON) 2-1 5-4 | 15A | 15A 15A 15A 400W 24°
$428 —_ — DPDT (ON) 2-3 5-6 OFF (ON) 2-1 5-4 | 15A | 15A 15A 15A 400W 24°
5429 —_ — DPDT ON 2-3 5-6 OFF (ON) 2-1 5-4 | 15A | 15A 15A 15A 400W 24°
Throw & DPST N INTERNAL DPDT _2_ _(C?Ain_ _ > Note: Terminal numbers
Schematics: 1 3 4 ¢ CONNECTION 3 el 6 o4 are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

KeYWOY\ 2Pl (29 Do e
|
. |
6 6 6 3 ‘ ! (12.5) Dia
r\ - llll“ (4*8)T 33.2) -
&/ t i % \ 35
o <g> <2> ~X.01bia
[61)D'\0\ Ny "
‘ 240 - |
N, M 1
— s — e 52 A Ponef]ﬁ\rir::llinmess:
5422 S421 does not have terminals 2 & 5 185" (4.7mm)
DOUBLE POLE WITH SCREW LUG
Toggle Po?iti?:/ﬁg?nneﬁfiTerminals Electrical Capacity
Approvals Down Center Up Resistive Inductive T::ér e
Pole & Kema AC | AC PF0.75- 0.8 AC Angle
Model | P @ | Throw | ~ 125V | 250V [ AC125V | AC250V | 125V | of Throw
S421T —_ — DPST ON 1-3 4-6 NONE OFF - 20A | 20A 20A 20A 750W 24°
S$4221 —_ — DPDT ON 2-3 5-6 NONE ON 2-1 5-4 | 20A | 20A 20A 20A 750W 24°
$423T - — DPDT ON 2-3 5-6 OFF ON 2-1 5-4 | 20A | 20A | 20A 20A 750W 28°
S425T —_ — DPDT ON 2-3 5-6 NONE (ON) 2-1 5-4 | 15A | 15A 15A 15A 400W 24°
S428T - - DPDT | (ON) 2-3 5-6 OFF (ON) 2-1 5-4 | 15A | 15A 15A 15A 400W 24°
S429T —_ — DPDT ON 2-3 5-6 OFF (ON) 2-1 5-4 | 15A | 15A 15A 15A 400W 24°
2 (com) 5
Throw & DPST ./A\; _______ )V?Jﬁﬁ"é’é%w DPDT / ______ / Note: Terminal numbers
Schematics: 1 3 4 6 3 o1 6 o4 are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assemblies: AT401 & AT4181 boots plus hex nut & o-ring. See Accessories & Hardware section.

§$423T

s
qne
-

B
4

19.0)

748

- o
(6.1) Dia
.240

17.5)

=689 —~

(12.0)
=472

S421T does not have terminals 2 & 5

| (12.5) Dia

492
—

(9.0)

354
oS¢
(3.0) Dia

18

Maximum
Panel Thickness:
185" (4.7mm)

Al118
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High Capacity Standard Size Toggles

Series S

GENERAL SPECIFICATIONS FOR S800s ~ S732

Electrical Capacity (Resistive & Inductive Load)

Power Level:

Other Ratings

Contact Resistance:
Insulation Resistance:

Shown in the following tables

10 milliohms maximum

1,000 megohms minimum @ 500V DC

>

Toggles

Rockers

Dielectric Strength: 2,000V AC minimum for 1 minute minimum for S800s & S800Ds
3,000V AC minimum for 1 minute minimum for S732
Mechanical Life: 50,000 operations minimum
Electrical Life: 10,000 operations minimum for S800Ds
25,000 operations minimum for S800s & S732

Materials & Finishes

Toggle:

Bushing:

Case:

Case Cover:

Movable Contactor Plate:
Movable & Stationary Contacts:
Common Terminals:

Contact Terminals:

Brass with nickel plating for $732

Brass with chrome plating for S800s & S800Ds

Brass with chrome plating

Phenolic resin for $732; melamine phenol for S800s
Steel with chromate plating over zinc plating

Copper with silver plating

Silver alloy capped on copper with silver plating

Brass
Brass with silver or nickel plating

Programmable | llluminated PB| Pushbuttons

Rotaries Keylocks

Slides

Environmental Data
Operating Temp Range: —10°C through +70°C (+14°F through +158°F)

Installation
Mounting Torque:  2.94Nm (26 |b«in) for double nut
Maximum Panel Thickness:  Shown beneath panel cutout in switch dimension drawings

Standards & Certifications
UL: File No. E44145 - Recognized only when ordered with marking on switch.
Add “/U” or “/CUL" to end of part number to order UL recognized switch.
UL or cULus recognition designated beside part numbers on following pages.
See Supplement section to find UL or cULus rating details.

CSA: File No. 023535_0_000 - Certified only when ordered with marking on switch.
Add “/C” to end of part number to order CSA certified switch.
CSA certification designated beside part numbers on following pages.
See Supplement section to find CSA rating details.
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Toggles

Programmable | llluminated PB| Pushbuttons Rockers

Accessories Indicators Touch Tilt Tactiles Slides Rotaries Keylocks

Supplement

>

Series S

High Capacity Standard Size Toggles

DOUBLE POLE WITH SCREW LUG

* UL, cULus & CSA recognized only when
ordered with marking on switch Toggle Position/Connected Terminals Electrical Capacity
(see General Specs)
* Approvals Down Center Up Resistive Inductive I\Il-l:::’r
Pole & Keyway~ AC AC DC DC | AC 125V | AC 250V AC

Model | Y ¥ @B | Throw ﬂ * 125V | 250V 30V 125V | PF0.6 PF 0.6 125V
$821 |y v v | DPST | ON 2-3 56 | NONE | OFF — 30A | 30A | 30A | 1A 30A 15A | 750W
$822 | v v v | DPDT | ON 2-3 56 NONE | ON 2-1 54 | 30A | 30A | 30A 1A 30A 15A -
S823 |v v v | DPDT | ON 23 56 OFF ON 2-1 5-4 | 30A | 30A | 30A | 1A 30A 15A -
Throw & DPST / ? J??Iil\l N 75 DPDT _2_ _[C_Olf]_ ~ ° Note: Terminal numbers
Schematics: s 6 5 ol & ol are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assembly: AT401 boot plus hex nut & o-ring. See Accessories & Hardware section.

Keyway M4.5x6
|
5 /
/\ ! (12.5) Dia
492
— — 28° ~ —
\;/ lkzjgﬂvp @ (39;9;)
TN\ W ’@\laomia
(6.1lDiOX 18
O 240
\
. 220 |_n20_] 34.0) Maximum
e e i Panel Thickness:
$822 $821 does not have terminals 1 & 4 177" (4.5mm)
THREE POLE WITH SCREW LUG
* UL, cULus & CSA recognized only when
ordered with marking on switch Toggle Position/Connected Terminals Electrical Capacity
(see General Specs)
* Approvals Down Center Up Resistive Inductive
Pole & Keywaysy AC AC DC DC | AC 125V | AC 250V
Model | 3 M @ | Throw = | "~ 125V | 250V | 30V | 125V | PF0.6 | PF0.6
S831 | vV 4 v/ | 3PST | ON  2-3 5-6 8-9 | NONE | OFF — 30A | 30A | 30A 1A 30A 15A
$832 | vV 4 v/ | 3PDT | ON  2-3 5-6 8-9 | NONE | ON 2-1 5-4 87 | 30A | 30A | 30A 1A 30A 15A
S833 | vV v v | 3PDT | ON  2-3 5-6 8-9 OFF ON 2-1 5-4 8-7 30A 30A 1A 30A 15A
Throw & 3PST __________5 ___(_C_O_Ni)__ 3PDT ___2_______5 ___(_C_O_Ni)__ Note: Terminal numbers
Schematics: 3 s o are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, ATS06M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.
Optional Splashproof Boot Assembly: AT401 boot plus hex nut & o-ring. See Accessories & Hardware section.

Keyway | M4.5x6 |
o o / i@ 2 @Jj
/«\ g 3 (12.5) Dia
492
+ = eelel: @
\ - l];.ol Tvp 5 S
v 472 ¢ z ~
X i i @ @ ® (]3131 Dia
6.1) Dia .
o o DTS |
‘ . 14.5Typ_|
571
. (220 |20 34.0) 143.0 Maximum
866 472 1339 1693 Panel Thickness:
$833 $831 does not have terminals 1, 4 & 7 177" (4.5mm)

A120
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High Capacity Standard Size Toggles Series S

DOUBLE POLE WITH SCREW LUG & FLATTED LEVER

>

Toggles

Rockers

* UL, cULus & CSA recognized only
when ordered with marking on Toggle Position/Connected Terminals Electrical Capacity
switch (see General Specs)
*Approvals Down Center Up Resistive Inductive L/R = 3ms
Pole & Keyway DC | bC | DC | DC pc | bpc|Dbc| bc | bc
Model | S\ A @ | Throw == ~m 30V | 48V | 125V | 250V | 400V | 24V | 48V | 125V | 250V
$821D|v v v | DPST|ON 23 56 NONE | OFF — 30A | 30A | 20A | 15A [4A(10A)| 15A | 10A | 6A 3A
s822b|, v | DPDT |[ON  2-3 5-6 NONE [ON  2-1 54 30A | 30A | 20A | 15A 4A 15A | 10A | 6A 3A
$823D| v v v | DPDT |[ON 2-3 5-6 OFF |ON 2-1 54 30A | 30A | 15A | 7.5A — 15A | 10A | 6A 3A
() capacity is due to wiring. Refer to instructions below.
Throw & DPST gz com s DPDT 2 com s Note: Terminal numbers
Schematics: s 6 5 el e ol are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.

/ M4.5x6

Double Pole

| (12.5) Dia
492

7
(9.0)

f
12.0 Typ
a7 354

i

X 3.0/ Dia
718

Maximum
Panel Thickness:
177" (4.5mm)

$821D does not

have terminals 1 & 4 $822D

400V DC WIRING INSTRUCTIONS

3. Inductive Load

Inductive loads produce an arc caused by counter-electromotive force
when opening the circuit. Recommend inserting spark elimination
circuit. Contact factory for details.

1. DC Switch Use

e Middle terminal shall be the minus pole when using DC circuit.
Switch case is marked with (+) and (-).

e Do not store near (5cm) highly magnetic items.

e If actuation is interrupted when switching from ON to OFF,
arcing may continue and switch could be burned.

Contact Point

2. Wiring for DC400V 10A (Patent Pending)

—

2y a(5)
e ¥(6>

Contact Connection Position

4. Compressed Terminal Connection

When connecting screw terminal with compressed terminal, select
compressed terminal using drawing below.

|

® _9.8)
AR

)

Minus Pole __l
Connection

Plus Pole
Connection

External
Connection

®®

)
o
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Toggles

Programmable | llluminated PB | Pushbuttons Rockers

Accessories Indicators Touch Tilt Tactiles Slides Rotaries Keylocks
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Series S

High Capacity Standard Size Toggles

THREE POLE WITH SCREW LUG & FLATTED LEVER

* UL, cULus & CSA recognized only when
ordered with marking on switch Toggle Position/Connected Terminals Electrical Capacity
(see General Specs)
*Approvals Down Center Up Resistive Inductive L/R = 3ms

Pole & Keywoy~ pc [bc | bc | bc | pc | bc | bc | bC

Model | Sy SX @ | Throw | =g | 30V | 48V | 125V | 250V | 24V | 48V | 125V | 250V

S831D | v v Vv 3PST | ON 2-3 5-6 8-9 | NONE | OFF - 30A | 30A | 15A | 7.5A | 15A | 10A | 6A 3A

S832D | v v Vv 3PDT |ON 2-3 5-6 8-9 | NONE |ON 2-1 5-4 8-7 |30A | 30A | 15A | 7.5A | 15A | 10A | 6A 3A

$833D | v v Vv 3PDT | ON 2-3 5-6 8-9 OFF |[ON 2-1 5-4 8-7 | 30A | 30A | 15A | 7.5A | 15A | 10A | 6A 3A

ThI'OW & / 2 5 (com) 8 / 2 5 (COM)‘/ 8
e ST e BPDT e femeeiy
Schematics: 3 6 9 3 el 6 4 9 o7

Note: Terminal numbers

are on the switch

Notes: Standard Hardware: AT503M Face Hex Nut, ATS06M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.

Keyway | / M4.5x6
©) ©)

t

o lo

(34.0)
1.339

(9.0) (27.0) (12.0)
".354 ! 1.063 = a7

12.0) Typ
472

Three Pole

Rigie

_ (42.0
1.654

L(M.S] Typ,‘
.57

(43.0)

1.693

S831D does not have terminals 1, 4 & 7.
Positive (+) must be connected to end terminals
& negative to common terminals.

! (12.5) Dia
492

-
9.0
.354

1]

~XU13.01 Dia
T8

Maximum
Panel Thickness:
177" (4.5mm)

$§832D

A122 www.nkkswitches.com



High Capacity Standard Size Toggles

Series S

DOUBLE POLE WITH SCREW LUG

>

Toggles

Toggle Position/Connected Terminals Electrical Capacity
Approvals Down Center Up Resistive Inductive
Pole & Kerwor AC AC DC AC 125V
Model | R @ | Throw | = 125V 250V 3ov PF 0.6
§732 — — | DPDT ON 2-3 5-6 NONE ON 2-1 5-4 50A 30A 50A 25A
Throw & / 2 (com .5/ . .
. . DPDT f—-----—, Note: Terminal numbers are on the switch
Schematics: s ol ¢ ol

Notes: Standard Hardware: AT503M Face Hex Nut, AT506M Locking Ring, AT508 Lockwasher, AT527M Backup Hex Nut. See Accessories & Hardware section.

/M6x8

17.01 Typ
669

l

Keyway | M4x10\
[]
) ©® ) (-
/\
(50.0] .
1969 T - 32 I—
\V
/
=
10.0) DiUX
© . ( Jommmt |
w \ R
‘ |
(38.0) (29.5) 10.0) (39.0)
1.496 1161 3947 1.535
Cap of phenolic resin is black
Panel Mount with Mounting Screws
(4.5) Dia Typ (14.5) Dia
a77 | 571
‘ ©
~ D
\ </
‘ (25.0 Typ
984
Maximum
Panel Thickness:
.158” (4.0mm)
Panel Mount with Bushing Hardware
(12.5) Dia
| 12.5) Dia | | 492
492
m.s)
- -7 a - a — 453
@ 5 @ i
354 (12.5) Dia
Dt ! 492 Ll
T\_(3.0) Dia 060
18
Maximum Maximum Maximum

Panel Thickness:
.079” (2.0mm)

Panel Thickness:
.118” (3.0mm)

Panel Thickness:
118" (3.0mm)

(60.0)
- 2362

§732
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